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PHYSICAL INFRASTRUCTURE SYSTEMS

Panduct ® Type FS Solid Wall Raceway

Specifications

• Material: Lead-free PVC

• UL Recognized continuous use temperature: 122°F (50°C)

• UL94 flammability rating of V-0

• Supplied without mounting holes

• Base and cover length is 6 feet 

Features and Benefits

• Solid wall design fully encloses cables providing maximum
protection and aesthetics

• Non-slip cover will not slide easily when installed on 
duct base

• Flush cover design holds more wires than traditional 
duct designs

• Base scoreline allows full wire carrying capacity at wiring
duct junctions such as tees and corners

• Specially formulated lead-free material eliminates health
concerns associated with PVC which contains lead

>Indicates parts available with mounting holes. Remove NM from part number.

For other colors replace LG (Light Gray) with WH (White) or BL (Black), available in selected sizes.

Order number of feet required, in multiples of 6' or Standard Carton Quantity.

Height dimension includes duct with cover.

Base and cover sold separately.

To order cover with protective

film add"–F" to part number.

Six inch cover not available

with protective film.

Base
Part Number

Duct Size (W x H) Cover 
Part Number

Std.
Pkg.
Qty.
(Ft.)

Base 
Ctn.
Qty.
(Ft.)

Cover
Ctn.
Qty.
(Ft.)In. mm

> FS.5X.5LG6NM 0.69 x 0.60 17.5 x 15.2 C.5LG6 6 120 120

> FS.5X1LG6NM 0.69 x 1.06 17.5 x 26.9 C.5LG6 6 120 120

FS.75X.75LG6NM 0.93 x 0.82 23.6 x 20.8 C.75LG6 6 120 120

> FS1X1LG6NM 1.26 x 1.12 32.0 x 28.4 C1LG6 6 120 120

> FS1X1.5LG6NM 1.26 x 1.62 32.0 x 41.1 C1LG6 6 120 120

FS1X2LG6NM 1.26 x 2.12 32.0 x 53.8 C1LG6 6 120 120

FS1X3LG6NM 1.26 x 3.12 32.0 x 79.2 C1LG6 6 120 120

FS1X4LG6NM 1.26 x 4.10 32.0 x 104.1 C1LG6 6 60 120

> FS1.5X1LG6NM 1.75 x 1.12 44.5 x 28.4 C1.5LG6 6 120 120

> FS1.5X1.5LG6NM 1.75 x 1.62 44.5 x 41.1 C1.5LG6 6 120 120

> FS1.5X2LG6NM 1.75 x 2.12 44.5 x 53.8 C1.5LG6 6 120 120

> FS1.5X3LG6NM 1.75 x 3.12 44.5 x 79.2 C1.5LG6 6 120 120

> FS2X1LG6NM 2.25 x 1.12 57.2 x 28.4 C2LG6 6 120 120

FS2X1.5LG6NM 2.25 x 1.62 57.2 x 41.1 C2LG6 6 120 120

> FS2X2LG6NM 2.25 x 2.12 57.2 x 53.8 C2LG6 6 120 120

> FS2X3LG6NM 2.25 x 3.12 57.2 x 79.2 C2LG6 6 60 120

> FS2X4LG6NM 2.25 x 4.10 57.2 x 104.1 C2LG6 6 60 120

> FS3X1LG6NM 3.25 x 1.12 82.6 x 28.4 C3LG6 6 120 120

> FS3X2LG6NM 3.25 x 2.12 82.6 x 53.8 C3LG6 6 120 120

> FS3X3LG6NM 3.25 x 3.12 82.6 x 79.2 C3LG6 6 60 120

FS3X4LG6NM 3.25 x 4.10 82.6 x 104.1 C3LG6 6 60 120

FS3X5LG6NM 3.25 x 5.10 82.6 x 129.5 C3LG6 6 60 120

> FS4X2LG6NM 4.25 x 2.12 108.0 x 53.8 C4LG6 6 60 120

> FS4X3LG6NM 4.25 x 3.12 108.0 x 79.2 C4LG6 6 60 120

> FS4X4LG6NM 4.25 x 4.10 108.0 x 104.1 C4LG6 6 60 120

> FS4X5LG6NM 4.25 x 5.10 108.0 x 129.5 C4LG6 6 60 120

> FS6X4LG6NM 6.25 x 4.15 158.8 x 105.4 C6LG6 6 60 120


