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THIS COPY 1S PROVIDED ON A RESTRICTED BASIS AND 1S NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.

PANDUIT P/N WEIGHT
— .69 .68 LB/10 PCS
REF. T70L4 (310 g/10 PC3)
[17.5]
NOTES:
1. SEE CURRENT CATALOG FOR ADDITIONAL
PART SUFFIXES TO INDICATE COLOR AND
OR PACKAGE QUANTITY.
2. THE T70L4 FACEPLATE WILL ACCEPT
FOUR LUCENT JACK MODULES.
2.75 3. DIMENSIONS IN PARENTHESES ARE IN
[ ] [ 69.7] METRIC.
) 4. THE T70L4 FACEPLATE CAN BE USED WITH
PANDUIT SURFACE RACEWAY SYSTEMS AND
BOXES THAT ACCEPT 70mm SNAP-ON
FACEPLATES (INCLUDES: T-70, TWIN-70,
TE70, TG-70, ETC.)
.66 REF.
[16.8]
= 4.50 —
[114.2]
oo rismenaEs D36752BG_DC_T70L4_02
/A\ N D U I T CORP. TINLEY PARK, ILLINOIS
LUCENT 4 MODULE CLASSIC
SNAP-ON FACEPLATE (T70L4)
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