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THIS COPY 1S PROVIDED ON A RESTRICTED BASIS AND [S NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.

DIOIOODA/ I 1

PANDUIT X T R
PART NUMBER X TOL T TOL R TOL LENGTH
TNCS0D2 ~ |40.2 (1.58) | £1.3 (,05) | 1.5 (.06) | :4 (.02) | 6.0 (.23) | :.76 (,03) | £904mm
(78.90
TNC75D2 64.8 (2.55) +]1 .3 (.05) 2.0 (.08) +4 (,02) 6.5 (.206) +,80 (.04) +.13")
A NOTES:
. SEE CURRENT CATALOG FOR
ADDITIONAL PART SUFF IXES
T —» la— TO INDICAT PACKAGE QUANTITY.
X 2. THIS PART IS INTENDED TO BE
USED WITH MOUNT ING BASE DB-C
IN ORDER TO SUCCEED AS A
* DIVIDER WALL APPLICATION.
R C ] 3. DIMENSIONS IN PARENTHESIS ARE
? IN INCHES.
19.1 +1.10
[.75 +.043]
SOLID TNC DIVIDER WALL FOR
WIRING DUCT (METRIC)
TNC50D2, TNC75D2
CUSTOMER DRAWING
D38539AL / 00 m "
D38539AN_DC_TNCDW/00A.PRT n“IT
UNLESS OTHERWISE SPECIFIED, e LOW-SMOKE
DIMENSIONAL TOLERANCES ARE: IN [ mm]] HALOGEN-FREE
X e - XXX s - MODIFIED
XX s - ANGLES s - PPE-HIPS BLEND
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